
(1) Normal load is the load which will produce a L/D of 125 or 9.5mm maximum. Plate Weight
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Concentrated Load-Full Panel Uniform Load-Full Panel Concentrated 
Load Required 

to Produce 

to 
1% of Span (kN)

Maximum Load
(kN)

Load (kN) Maximum Load
(kN/m²)

Load (kN/m²)

Norm1 Firm2 0.5 1.0 1.5 2.5 4.0 Norm1 Firm2 2.0 3.0 4.0 5.0 7.0

6.4

400 0.9 0.5 1.9 3.5 5.1 8.2 8.2 4.8 0.9 1.1 1.3 1.5 1.9 1.2

600 0.8 0.5 2.9 6.0 9.0 1.5 0.8 6.6 9.6 12.5 1.0

800 0.6 0.4 3.6 8.8 0.7

9.5

400 2.2 1.4 0.9 1.6 2.3 3.7 5.8 11.8 7.4 0.6 0.9 1.2 1.5 2.0 2.8

600 1.2 0.7 2.3 4.1 5.8 9.4 3.1 2.0 3.0 4.5 6.0 7.5 10.5 1.4

800 0.7 0.4 4.1 7.9 11.7 2.0 1.2 7.6 11.5 0.8

1000 0.7 0.5 6.1 0.9 0.5 0.9

12.7

400 4.1 2.6 < 0.3 0.5 0.8 1.5 2.6 14.8 6.0 0.9 1.0 1.0 1.1 1.2 5.6

600 2.4 1.5 0.8 1.7 2.6 4.5 7.4 5.6 3.1 2.4 3.1 3.7 4.4 5.7 3.0

800 1.3 0.8 2.3 4.4 6.5 10.6 4.6 4.1 4.6 6.6 8.6 10.6 1.4

1000 1.1 0.7 4.7 8.5 12.3 0.6 7.6 11.7 1.4

19.1

400 10.8 6.8 < 0.3 0.4 0.6 0.9 1.4 47.4 29.6 < 0.3 0.3 0.4 0.5 0.8 12.9

600 6.3 3.9 0.6 0.9 1.3 2.0 3.0 11.9 7.4 1.0 1.4 1.8 2.1 2.9 7.6

800 5.6 3.5 0.8 1.3 1.9 3.0 4.7 7.0 4.4 2.1 2.9 3.7 4.4 6.0 7.1

1000 4.4 2.7 0.9 1.6 2.4 4.0 6.3 1.9 1.2 3.7 4.9 6.2 7.4 9.9 5.9


